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Disclaimer

This document was prepared as an account of work sponsored by the United States
Government. While this document is believed to contain correct information, neither
the United States Government nor any agency thereof, nor The Regents of the Univer-
sity of California, nor any of their employees, makes any warranty, express or implied,
or assumes any legal responsibility for the accuracy, completeness, or usefulness of any
information, apparatus, product, or process disclosed, or represents that its use would
not infringe privately owned rights. Reference herein to any specific commercial product,
process, or service by its trade name, trademark, manufacturer, or otherwise, does not nec-
essarily constitute or imply its endorsement, recommendation, or favoring by the United
States Government or any agency thereof, or The Regents of the University of California.
The views and opinions of authors expressed herein do not necessarily state or reflect those
of the United States Government or any agency thereof or The Regents of the University
of California.

Abstract

An inter-laboratory comparison was organized to validate measurement methods for
diffuse glazing included in NFRC 300[1] and 301[2]]. Several levels of characterization
was carried out, starting with precharacterization of samples by the manufacturers to quan-
tify the homogeneity between samples in each sample set. Each participant received a set
of samples for which they carried out a full characterization.

The sample set contained 4 homogeneous samples with isotropic scattering, a diffuse
interlayer, a fritted glass with low-e on the fritted side, a diffuse applied film on low-
iron glass, and an acid-etched glass. In addition samples with with larger scale surface
inhomogeneity were included despite not being officially covered by the method.

Comparison of individual participants with averaged results suggest an increase in tol-
erances compared to specular products. The issues were studied in detail and presented
as an argument to loosen the tolerance. The controls and procedures put in place to har-
monize haze measurement between spheres with different geometry showed some promise
but not sufficient to get great agreement for normal-normal results from all different sphere
geometries.

A method for importing and simulating layers described by direct and diffuse transmit-
tance and reflectance was implemented in the Berkley Lab WINDOWS program. Testing
of the implementation show that the program is working as intended, and also give some
indication on the impact of limiting the wavelength band from full to condensed.



1. Introduction

1 Introduction

Optical characterization of diffuse glazing have for a long time been limited to speciality
labs that built their own equipment to handle the measurements. With the introduction of
a commercially available integrating sphere it became easier for optical labs to perform
these measurements accurately and repeatedly.

National Fenestration Rating Council (NFRC) formed a task group in 2015 that in-
vestigated the accuracy of this commercially available accessory. That preliminary work
showed promising results which resulted in updating the NFRC 300 and 301 measurement
standards used by NFRC to cover a procedure how to measure these products.

An inter-laboratory comparison (ILC) was organized to verify the procedures, as well
as showing that participating laboratories are getting accurate results. The task group had
discussed allowing for a greater tolerance for the values of diffuse properties as these
properties are by nature more complicated to measure. However, a proposal to guess
new tolerances before an ILC had been carried out was considered ill-informed and the
documents were written without any mention of treating properties of diffuse samples
differently.

Participation with good results in this ILC is a requirement for laboratories to be ap-
proved for submission of spectral data for diffuse glazing to the CGDB.

Additional experimental findings on use of emissometers for measurement of thermal
IR properties and calculation of visible haze from these measurements were touched upon
in this work.

A new data format to handle the optical results was defined and a way to import the
data into WINDOW 7.8 was implemented. Testing of the WINDOW 7.8 implementation
was carried out.

This preliminary report focuses on precharacterization results and showing the average
of the submitted data with the participating laboratories to allow for CGDB submissions
in 2020. Only a small minority of the participants, a total of 5 labs, were able to prioritize
this activity due to restrictions posed by the Covid-19 virus.

1.1 Nomenclature

There are multiple naming conventions when discussing diffuse measurements of re-
flectance and transmittance. For window and glass materials there most prevalent are
described here. Ideally we would be strict and use the terms defined in NFRC 300, but
when multiple words exist they are included here for educational purposes. The reason for
condensed descriptions is typically that only a narrow subset of properties are being de-
scribed in a certain context, e.g. how for specular glass it is common to only say reflectance
and transmittance, rather than the more complete terms normal-normal transmittance and
near-normal-near-normal reflectance.

The most descriptive is to combine incident distribution with outgoing distribution,
e.g. direct-diffuse which would correspond to direct incident light and diffuse outgoing
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light. There are at least five different distribution descriptors that work for both incident
and outgoing distribution:

Direct In theory it is light described by a ray with a point-like cross section propagating
in a single direction. In practice it is a beam collimated beam that might be focused
with a narrow cone of angles with a cross section that that is greater than zero,
e.g. 10mm x18mm for a Perkin-Elmer Lambda 1050 instrument. Sometimes direct
is used a shorthand for normal (e.g. for an instrument where normal is the only
possible incidence angle).

Diffuse Light that is scattered over the hemisphere. There is a nuance here between theory
and experiment that is sometimes ignored. In experiments the specular component
is defined by a solid angle and the diffuse component is defined as the light scat-
tered outside that solid angle. But in theory light can be scattered in the forward
direction, e.g. in a bulk-scattering medium light can end up propagating in the for-
ward direction after multiple interactions. When comparing experiment and theory
in such situation it can be helpful to designate the measured component as diffuse
only.

Hemispherical The collection of all light distributed over the hemisphere. The combina-
tion of both direct and diffuse light.

Normal Direct light normal to the surface of the sample. The normal direction is defined
as zero when describing angle of incidence. Shorter to say than to specify the angle
of the direct light and common in most measurement instruments as well as energy
performance metrics e.g. SHGC.

Near-normal A more descriptive label high-lighting that reflectance is commonly mea-
sure at near normal, typically less than 10 degree angle of incidence. It is common
that transmittance is measured at normal angle of incidence, and reflectance at near-
normal. Something that is typically fine but has led to issues for samples with strong
interference patterns and negligible absorption (where measuring the transmittance
at the same angle of incidence as the reflectance is required to avoid the sum of
reflectance and transmittance being greater than 1 for some wavelengths).

When working with an instrument that only measures at (near-) normal angle of inci-
dence it is common to only specify the outgoing component.
A parallel set of descriptors exist:

Specular Corresponds to direct in the list above. Originally defined for reflected light,
where its meaning is quite the mouthful: the direction light emerges from the re-
flecting surface which is at the same angle to the surface normal as the incident
direction, but on the opposing side of the surface normal in the plane containing
the incident and reflected direction. Use of this term for transmittance describes the
light propagating in the direction parallel with the incident light. Note that for a
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dielectricum with some thickness there is a lateral shift dependent on thickness and
angle of incident as the beam is refracted entering the medium and then refracted
again exiting the medium, but that light is still considered specular.

Diffuse Corresponds to diffuse or diffuse only depending on context.
Total Corresponds to hemispherical, i.e. the sum of diffuse and specular.

This second set benefit people who only want to use a single letter to differentiate between
specular (s) and diffuse (d) whereas the first set requires three letters for dir and dif. How-
ever, the effort saved there is probably cancelled out for all the times spectral and specular
has been confused or misspoken.

A third way to describe the direct or specular component is using the word collimated,
pertaining to a beam of parallel rays.

When emissivity is mention in the thermal IR range it there is also a differentiation
between direct and hemispherical. While technically true that it describes the outgoing
hemisphere, as radiation is emitted from the surface, it should be noted that the absorption
is decribed with respect to direct or hemispherical incident illumination.

While not showing up in this report, it is worth mentioning retro-reflection, which
specifies the light reflected back in the direction of the source. Experimental and practical
uses typically includes a limited solid angle defined by the instrumentation.

2 Samples

The ILC was a parallel ILC, i.e. all participants get their own set of samples. This has
proven valuable in the past for the participants since they can go back and remeasure their
samples after moving or modifying their measurement equipment.

2.1 Sample selection

The sample selection was carried out by the NFRC diffuse glazing task group. A total
of six samples were selected from four companies, Viracon, Eastman, Guardian and NSG
Pilkington. Vitro formerly PPG provided Starphire® low-iron glass substrates for building
the Eastman samples.

1. Diffuse interlayer between two 6 mm low-iron provided by Eastman& Vitro
2. Coated fritted glass provided by Viracon

3. Acid etched 12mm glass provided by Guardian

4. Diffuse applied film provided by Eastman&Vitro

5. Small inverted pyramid pattern on 6 mm glass provided by NSG Pilkington
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6. Coated patterned glass provided by Guardian

The first four samples all have homogeneous surfaces that are covered by the standards.
Sample 5 and 6 both have inhomogeneous surface but were included to determine if the
standard is too restrictive or if it is appropriately conservative.

Samples 1, 3, and 4 are common products that should all behave similarly. Sample 2
is more complex as it has a metal coating on top of the rough surface. While this sample
was selected to test the measurement of samples with lower emissivity, it should be noted
that it does exist as a product and is not a fringe invention only for this activity.

2.2 Variation between samples

Direct-hemispherical transmittance and reflectance measurements of each individual sam-
ple (25 for each specimen) was carried out at 550 nm as well as 1500 nm to give an indi-
cation of the sample variation, these measurements were carried out at Guardian (samples
3 and 6 using 270 mm sphere), NSG (sample 5, using 270 mm sphere), Eastman (samples
1 and 4, using 270 mm sphere), and at LBNL (sample 2, using 270 mm sphere) before
samples were grouped in boxes and shipped out.

Each sample was measured in three different spots of the surface and averaged. This
reduce the impact of any inhomogeneity of each individual sample in this measurement of
the variation from sample to sample.

At LNBL the transmittance was measured in time drive for 20 seconds with the signal
sampled every second, a typical variation in reading over 20 seconds was £0.002. The
difference between samples and the average was calculated by subtracting the mean from
each measured value. The extreme values as well as the standard deviation is shown in
figure

Some points of concern, T(550nm) of sample 2 had the extremes at 0.378 and 0.418,
and one standard deviation at 0.01 around 0.39. Sample 4 had over 0.01 difference be-
tween min and max but with a standard deviation of 0.005. Other than those results the
difference between min and max for transmittance was lower than 0.01. For reflectance
it was those two samples that also had the greatest variation, more than 0.01 difference
between min and max but still a standard deviation of 0.005 or less.

It is not trivial to conclude what the best action to take is based on this information.
Digging into the details of the premeasurements for sample two shows that five specimens
of sample 2 studied in this report had a transmittance value at 550 nm centered around
a mean of 0.387 with a maximum of 0.3940 and a minimum of 0.3783. That range is
significantly narrower than the range shown for sample 2 in figure [Th).

Looking at the complete submission when approving a participant is necessary rather
than failing them on a single sample. Running the ILC with a single sample set, which
increases risk of damaging the samples in handling and shipping, is far from guaranteed
to resolve this issue. Keeping the variation in mind for when comparing the measured
spectra is at least something that can be done.
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Figure 1: Statistics of the absolute variation of a) transmittance and b) reflectance mea-
sured at 550 nm (blue markers) and 1500 nm (red markers) nm for the different samples.
In ¢) and d) the y-axis is arranged so that O marks the average for each individual sample.

After the variation had been measured by the manufacturers or at LBNL, the sam-
ples where packaged, shipped, and upon reception cleaned by the recipient before they
measured it with their instrument.

3 Solar optical range, 300-2500 nm

3.1 Instruments and detectors used

A majority of the ILC participants using a commercial instrument used Perkin-Elmer
Lambda 900/950/1050 instruments fitted with a 270 mm integrating sphere for their direct-
hemispherical measurements, but a few participants used custom-built integrating spheres
(e.g. Fraunhofer ISE with a 620 mm diameter sphere) instead which in the past has been
the only option. For sphere that do not have exclusion ports, the specular component
was calculated from direct-hemispherical and direct-diffuse measurements with a smaller
sphere according to NFRC 300.

The low number of other instrument types limits the ability to draw conclusions from
the results in this preliminary report but as more measurements come in this can be up-
dated.

The typical detector combination is a photomultiplier tube (PMT) for the visible range
and a lead sulfide (PbS) or an indium gallium arsenide (InGaAs) for the NIR. Older Lab-
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sphere 150 mm spheres are fitted with the PbS and more modern 150 mm spheres and the
270 mm spheres are fitted with the InGaAs.

As more results come in this section can be expanded if a greater variation of instru-
ments are used.

For thermal IR emissivity measurements there was also a limited selection, two labs
used the Devices and Services AE-1 emissometer, one participant used a INGLAS TIR
100-2 emissometer, and finally one laboratory was using an FTIR fitted with an integrating
sphere.

The low-e coated rough surface was sent to two additional measurement labs that could
measure spectrally resolved IR reflectance.

3.2 Example of results

There are eight spectra in the data file for each sample from each participant. The number
eight is built up through all the combinations of the three pairs reflectance/transmittance,
front/back, and direct/diffuse. Attempts to visualize the full set has been considered too
busy and instead we are exploring using graphs that only show the data needed for the
point that is being discussed in the text. The derived properties haze and hemispherical
also come into play which add even more spectra that can be useful to understand the data.

Two examples of the wavelength resolved data is shown in figure 2] The results of
a single participating lab, described by box number, are shown in the graphs as solid
lines and these results are compared to the dashed line which is an average of all results
(discounting outliers). Each participant will get this kind of result for all their samples.

In figure [2p) the diffuse and specular transmittance are shown for sample 1. The spec-
ular and diffuse results are reported in the data files submitted. When there is agreement in
both those spectra that also means that the total transmittance as well as the transmittance
haze are in good agreement. Displaying the submitted data makes it easier to understand
what might be wrong or different for a specific lab than looking at the total transmittance
and haze. The latter properties are definitely more useful as performance metrics of a
product.

In figure [2b) reflectance, transmittance and absorption are all displayed. As sample
2 has different front and back properties there is a clear difference between the front and
back reflectance.

3.3 Normal-hemispherical visible and solar results

This section presents average results for all participants, integrated results for all samples
with participants broken out are shown in the appendix A. At time of writing this report
the results from box 11 were considered outliers, LBNL will work with that lab to try to
understand where the issues originate.

While the normal-hemispherical value is not reported it is interesting to review as it
relates to the total energy being either transmitted and reflected. Furthermore, it is the



3.4. Normal-normal and normal-diffuse visible and solar results

a)

0.8

Transmittance, box 1
o o
= (=]

o
N

Sample 1

spec
Tf
diff
Tf
spec
Tb

diff
Tb

b)

i

Sample 2

I o o
iS o 0

Direct-hemispherical, box 1

I
)

[

T

-

\

_ T;ot
. R;ol
A;ot
____TE‘
Ry

tot
Ab

0 0 ey
500 1000 1500 2000 2500 500 1000 1500 2000 2500

Wavelength [nm] Wavelength [nm]

Figure 2: Example of spectral data submitted for box 1 for sample 1 in a) and sample 2
in b). The dashed line is marking the average of non-outlier submissions.

value, that due to the larger sphere, allows characterization of diffuse samples without
the systematic errors that are present in the small integrating sphere measurements. It is
also slightly more manageable to review four properties before looking at the next section
where all eight submitted properties are reviewed.

Figure 3] shows the average normal-hemispherical results and the minimum and maxi-
mum reported value for each integrated property. The solar values fall within the specular
tolerances (40.01 for transmittance and 4-0.02 for reflectance) in all cases except for the
front transmittance sample 4 (see appendix for data of individual participants to see
the spread more clearly). The visible values have more entries outside of the tolerances,
both for reflectance (samples 1 and 2) and transmittance (samples 2 and 4).

The maximum difference between the average, shown in figure d, found for each prop-
erty where at least one participant fell outside tolerance was calculated to give a sense of
the magnitude of the issue. For transmittance the largest differences were 0.0127 (Tsol
front sample 4), 0.0156 (Tvis front sample 4), 0.0109 (Tvis back sample 4), and 0.0105
(Tvis back sample 2). The reflectance the largest differences were 0.0255 (Rvis front sam-
ple 1), 0.0256 (Rvis back sample 1), and 0.0213 (Rvis front sample 2). So, it is interesting
to see that increasing the tolerance for transmittance to 0.02 and reflectance to 0.03 would
result in all the reported direct-hemispherical values to be within tolerance.

3.4 Normal-normal and normal-diffuse visible and solar results

The data reported for a sample includes 8 values for each wavelength, all combinations
of transmittance/reflectance, normal-normal/normal-diffuse, and front/back. This section
investigates the average of these properties and the variation from that average between
the participants.

Figure [5| shows the integrated solar and visible results for all the properties submitted.
Using the same process similar as in the previous section the largest difference from the
average was calculated for each sample where the result was outside that of the tolerances
used for specular samples.
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Figure 3: Normal-hemispherical values (y-axis) for all samples (x-axis) averaged between
the participants and showing minimum and maximum measure values. The visible and
solar values are slightly offset on the x-axis to not cover each other. The property in each
graph is a) front transmittance, b) back transmittance, c) front reflectance, and d) back
reflectance.

The differences between maximum and minimum for sample 5 and 6 are very large.
The difficulty to characterize those samples are further discussed in section [3.5] where it
is also explained why those samples are not considered in this section.

For transmittance sample 3 and 4 had results that were outside the tolerance range
and for reflectance sample 1 and 2 had results that did not fall in the range. The largest
differences between average and participant for transmittance were 0.0274 (sample 4
T'solyp—p 1), 0.0231 (sample 4 Tvis,—qp), 0.0230 (sample 3 Tvis,_yy), and 0.0172 (sam-
ple 3 T'vis,,_4;). For reflectance the largest differences were 0.0383 (sample 2 Rsol,,_q3),
0.0352 (sample 2 Rsol,,—,,3), 0.0220 (sample 1 Rvis,_q ), 0.0220 (sample 1 Rvis,_p}),
and 0.0205 (sample 2 Rsol,,_, f).

Due to how the n-h, n-n, and n-d results are connected it is reasonable to see issues
with both the n-n and n-d values if there is good agreement between the n-h values.

The variation in geometry between different sphere was a cause for concern and a
control was put in place to handle that systematic issue. However, despite early partial
results showing that it helped it does not look like it is sufficient to get good agreement
for all different types of samples. A more detailed study of the scattering distribution and
impact of the half-angle of the exclusion port used to obtain the diffuse value is conducted
in the next section. Spoiler-alert, the results does not give a direct solution but rather hints
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Figure 4: The largest differences from the average for each sample for a) transmittance
front, b) transmittance back, c) reflectance front, and d) reflectance back.

at why the control put in place is not a fool-proof correction.
Based on these results it would be necessary to increase the tolerance of the reported
transmittance values to +0.03 and the reported reflectance values to £0.04.

3.4.1 Detailed analysis of normal-normal results

A detailed study of the scattering distribution for the ILC samples demonstrate how the
impact vary between samples, based on how the scattering of the samples differ. Bi-
directional scattering distribution function (BSDF) data for the samples were obtained
using a pgll photogoniometer with a v(Lambda) filter which gives a T);; value. It is
possible to predict the specular component for an integrating sphere with any port opening
by integrating the distribution up to angle matching the exclusion port.

This method approximates the beam as a point in the center of the port, which is not
realistic. The LBNL Lambda 950 with 150 mm integrating sphere has a rectangular beam
at the entrance port which is approximately 10 mm by 17 mm in a 25 mm diameter port.
So it is reasonable to expect that the edges of the beam do see the port differently than the
center.

A way to visualize this calculation is shown in figure[6] The normal-conical description
is used for the value on the y-axis, emphasizing that it is a function of the half-angle given
on the x-axis. The normal-normal value obtained through integrating sphere measure-
ments should in theory match the 7;,_.,, value for the half angle given by the integrating
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Figure 5: Normal-normal and normal-diffuse integrated values for each sample averaged
over all participants with maximum and minimum values included.

sphere geometry.

It is possible to compare this n-con value with the normal-normal value obtained for the
angle on the x-axis that matches the half-angle of the scattering cone which corresponds
to the geometry of the sphere used. Another comparison is to use the measured n-n value
and see what half-angle that corresponds to using the n-con graph. Such a comparison is
done in figure[7h).

Figure [7b) shows the relationship between predicted half-angle and the geometrical
half angle. The most likely explanation to for the variation is that the approximation that
the incident beam is point-like at the center of the entrance port is too crude. The impact
of this approximation will depend on the BSDF of the sample as well as the shape and
intensity variation of the light spot of the instrument. This adds uncertainty despite the
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Figure 6: Normal-conical values for samples 1-4 in a) to d), respectively. The visible
transmittance scattering distribution function has been integrated in an outgoing direc-
tion up to the value on the x-axis. This would match the specular value obtained using
measurements with an integrating sphere where the exclusion port matches that angle.

control to do pullback measurements for samples where the derivative of the n-con curve
is high around the low half-angles. All of this feeds into the conclusion that a higher
tolerance is required for the specular component, which translates to a larger uncertainty
in the haze value.

3.5 [Issues with samples 5 and 6

NFRC 300 and 301 only allow for homogeneous samples which are isotropically scat-
tering ( rotational symmetry of infinite order). Samples 5 and 6 falls outside of these
limitations as the inhomogeneities are on a significant scale with respect to the size of the
illuminated area, and in the case of sample 6 there is a significant rotational asymmetry.

The positive result is that the direct-hemispherical results were in good agreement. All
the visible and solar values show in figure[3|for samples 5 and 6 were within the tolerances
for specular samples. Using the large aperture integrating sphere to obtain those values is
a valid approach.

However, obtaining good agreement for the specular value requires a more novel ap-
proach.
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a) The measured n-n value for each participant plotted as a line in the n-con

graph for sample 2. The intersection between the line and the curve marks the predicted
half-angle geometry of the sphere used by that participant. b) The physical sphere half-
angle geometry of the participants on the x-axis. The y-axis has the predicted geometry
based on where the measured n-n value intersected the n-con curve.

3.6 Haze

Haze is defined as the ratio between the outgoing diffuse and hemispherical components
and it is a simple metric describing how diffuse something is. By that definition haze can
be calculated for both reflectance and transmittance as well as for each wavelength which
can be integrated to visible or solar results.

Spread of 4 labs Spread of 4 labs
a) X X b) x x §
c c
: 0.02} i % % : 0.02} x %
3 : x
L [ L
g 0 § g 0 %
_£-0.02¢ 3-0.02F
ICD % '&D x
8-0.04f 5-0.04f x
— -0.06  -0.06f
x
-0.08 X -0.08
0 1 2 3 1 2 3 4 5

Sample number

Sample number

Figure 8: Difference in haze calculated from front transmittance compared to the mean
for each participant. In a) the visible integrated value and in b) the integr